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•	 Integral starter unit
•	 Low voltage controls
•	 Plug & socket fit solenoid release
•	 Pre-wired to plug & P.B.S.
•	 Four limits

Optional Features
•	 Choice of release mechanisms
•	 Bracket pack

Our NBG Operators are meticulously designed to ensure reliable and efficient performance, offering peace of 
mind in critical fire protection systems. Engineered with advanced features and state-of-the-art technology, 
these operators are built to withstand the demands of fire door applications while providing seamless 	
operation.

Operator
 Specification NBG-350S NBG-600S NBG-800S NBG-1000S NBG-600T NBG-800T NBG-1000T

Voltage (V) 230 (1ph) 230 (1ph) 230 (1ph) 230 (1ph) 400 (3ph) 400 (3ph) 400 (3ph)

Current (A) 2.2 2.9 3.5 4.1 1.7 2.0 2.5

Power (Kw) 0.25 0.37 0.45 0.55 0.37 0.45 0.75

Speed (rpm) 24 30 30 24 30 30 24

Torque (Nm) 43 75.5 110 124 75.5 110 220

Limit Turns 60 60 75 65 60 75 65

Product Features

Also Available as a Standard Rolling Door Operator 

Please Contact Our Sales Department On 01928 579050 For Further Information

NBG Fire Door Operators
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Bracket Pack
Specification NBG-350S NBG-600S NBG-800S NBG-1000S NBG-600T NBG-800T NBG-1000T

Ratio 50/ 11 50/ 9 55 / 9 60 / 9 50 / 9 55 / 9 60 / 9

Chain Pitch 1/2 x 5/16 5/8 x 3/8 5/8 x 3/8 3/4 x 7/16 5/8 x 3/8 5/8 x 3/8 3/4 x 7/16

Speed @ Barrel (rpm) 6.1 5.7 5.6 3.6 5.7 5.6 3.6

Torque @ Barrel (Nm) 170 420 660 825 420 660 1460

Lift Capacity (Kg) 245 @ 5” 525 @ 5” 635 @ 6.625” 785 @ 6.625” 525 @ 5” 635 @ 6.625” 1360 @ 6.625”

Details Operator Mounting Details Sprocket

Operator Order 
Code L1 L2 L3 W1 W2 H1 F1 F2 Bolt Size Teeth Pitch

NBG-350S 25-5350 470 11.5 300 205 135 161.5 65 113/ 103 M10 11 1/2”

NBG-600S 25-5350 512.5 12 315 198 127 185.5 94 94 M10/ M12 9 5/8”

NBG-800S 25-5046 508 17.5 340 205 160 218.5 118 132 M12/ M14 9 5/8”

NBG-1000S 25-5048 555 38 365 225 211.5 265 154 170 M14 9 3/4”

NBG-600T 25-5063 510 12 310 198 127 185.5 94 94 M10/ M12 9 5/8”

NBG-800T 25-5044 506 17.5 340 205 160 218.5 118 132 M12/ M14 9 5/8”

NBG-1000T 25-5042 555 38 365 225 211.5 265 154 170 M14 9 3/4”

Note: Some Dimensions may vary depending on operator handing i.e. rotating housing. 

Product Dimensions - NBG Range Operators - Fire Door Operators


