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Product Guide

Comfort Operators, Bi-linked Radio Systems, Accessories

Marantec Garage Door Operators
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smart with

Comfort 200 Series

Comfort 200 series operators are Marantec classics, 
featuring energy-saving technology, LED lighting, and a 
door-friendly control unit for efficiency and reliability.

Comfort 300 Series

The Comfort 300 series features patented blueline 
technology for near-zero energy use when idle and 

offers fast door speeds up to 235 mm/s.

Comfort Operators Technical Data
Comfort 200 & 300 Series

Data/ Type Comfort 260 Comfort 270 Comfort 280 Comfort 360 Comfort 370 Comfort 380

Voltage (V) 230V / 1ph / 50Hz 230V / 1ph / 50Hz

Push & Pull Force (N) 550 750 1000 650 850 1100

Door Travel Speed (mm/s) 160 160 160 220 235 180

Power Input Standby (W) 4 4 4 < 0.6W Blueline < 0.6W Blueline < 0.6W Blueline

Illuminant 8 LED: 40 W 8 LED: 40 W 8 LED: 40 W 2 x 10 LED : 80 W 2 x 10 LED : 80 W 2 x 10 LED : 80 W

Extendable to (W) 80 80 80 160 160 160

Protection Grade 20 (Motor unit) 20 (Motor unit) 20 (Motor unit) 20 (Motor unit) 20 (Motor unit) 20 (Motor unit)

Protection Class II II II II II II

Comfort 390 & 390 PLUS

Data/ Type Comfort 390 Comfort 390 PLUS

Push & Pull Force (N) 1200 1200

Travel Speed (mm/s) 160 160

Nominal voltage (V AC) 230V / 1ph / 50Hz 230V / 1ph / 50Hz

Nominal Frequencey 
(Hz) 50/60 50/60

Power consumption (A) 1.1 1.1

Power input in 
operation (kW) 0.25 0.25

Power input in (W) 4 -

Cycles per hour 18 18

Motor voltage (V DC) 24 24

Control voltage (V DC) 24 24

Protection Grade (IP) 20 20/ 65

Measurements (mm) 360x135x335 360x135x335 / 
254x455x190

Weight (kg) 7.8 12.2

Temperature Range (°C) -20 / +60 -20 / +60

Illuminant - -

Product Name Stock Code

Comfort 260 183501

Comfort 270 183502

Comfort 280 183503

Product Name Stock Code

Comfort 360 183501

Comfort 370 183502

Comfort 380 183503

Comfort 390 183442

Comfort 390 PLUS 183444

SZ Rails

SZ Rails, 1-Part Stock Code

SZ 11-SL Belt Rail, 3080mm Length 
(2475mm Travel) 177207

SZ 12-SL Belt Rail, 3330mm Length 
(2725mm Travel) 177209

SZ 13-SL Belt Rail, 4090mm Length 
(3485mm Travel) 177211

SZ 11-SL Belt Rail, 3080mm Length 
(2475mm Travel) - Increased Strength 177213

SZ 12-SL Belt Rail, 3330mm Length 
(2725mm Travel) - Increased Strength 177215

SZ 13-SL Belt Rail, 4090mm Length 
(3485mm Travel) - Increased Strength 177217

SZ Rails, 2-Part Stock Code

SZ 11-S 2-Part Belt Rail, 3080mm Length 
(2475mm Travel) 177213

SZ 12-S 2-Part Rail, 3330mm Length 
(2725mm Travel) 177215

SZ 13-S 2-Part Belt Rail, 4090mm Length 
(3485mm Travel) 177217
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Bi-linked Radio Systems
Marantec’s bi-linked radio systems offer seamless and secure communication between your remote controls and garage 
door operators. These advanced systems ensure reliable, interference-free operation, providing enhanced convenience 
and safety.

Featuring 4 configurable function 
buttons, a programmable electronic 
button lock, and LED signalization, 
this versatile remote is compatible 
with all Marantec opener systems 
when paired with a bi-linked receiver.

Digital 564

This advanced remote control 
provides two configurable function 
buttons for flexible operation and 
features a programmable electronic 
button lock for added security.

Digital 572

The Digital 525 Wall Transmitter offers secure 4-digit code access, three customizable user codes, and a master code for 
easy management, with a configurable function button and red LED signalization.

Digital 520

Data/ Type Digital 564 Digital 572 Digital 520

Dimensions (mm) 39x92x12 39x60x12 80x80x25

Frequency (MHz) 433/868 433/868 -

Weight (kg) 0.04 0.03 -

Battery Type CR 2032, 3V CR 2032, 3V CR 2032 3V (W)

Range of Temperature (°C) -20 / +60 -20 / +60 -20 / +60

Radio Technology Bi·linked Bi·linked Bi-linked

Way of Communication Uni-directional Uni-directional Uni-directional

Data/ Type Digital 564

Dimensions (mm) 80x102x35

Protection Grade (IP) 54

Battery Type AAA 1.5V

Range of Temperature (°C) -20 / +60

Number of permanent PIN codes 3

Number of temporary PIN codes 1

Battery type AAA 1.5V

Channels 4

Radio Technology Bi·linked

Way of Communication Uni-directional

Technical Information for Bi-linked Radio Systems

Please Contact Our Sales Department On 01928 579050 For Further Information

Digital 525

Perfect addition to garage door 
operators: The Digital 520 wall switch 
works with all Marantec drive
systems as well as third-party brands 
when paired with a bi-linked receiver.
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Accessories
At Marantec UK, we offer a comprehensive range of accessories designed to complement and enhance the functionality 
of our garage door operators. Our selection includes high-quality control systems, radio transmitters, and access 	
solutions all crafted to provide seamless integration with your garage door system. We are also able to custom build 	
solutions to suit an application.

Data/ Type LPR Camera

Dimensions (mm) 294x118x118

Weight (kg) 1.3

Nominal Voltage (W) 12 or PoE

Power input in operation 12

Protection Class (IP) 66 / 1K 10

Operating Temperature (°C) -30 / +60

Resolution 2560 x 1920 (5 MP)

Input potential free input

Output digital output 5 V DC

Cabling conventional, RJ-45

Mounting Height (m) 0.5 to 1.5

Range (m) 2.0 to 6.0

LPR Camera

Control 950 Light 100 (Red) Command 701

Special 630
Photocell

Digital 702 / 704 Command 108

Light 100
(Red/ Green)

Wicket
Door Contact

maveo
connect stick

maveo connect stick
Easily control your gates and doors using your smartphone. In addition to high-quality openers for gates and garage doors, 
Marantec also provides convenient and secure solutions for controlling and operating them. Do you always have your 
smartphone with you? If so, you can enjoy the convenience of using an app to control your doors and gates. maveo allows 
you to get more out of your garage and simplify your day-to-day life.

​With the maveo connect stick, you’ve always got your eye and a grip on your garage door or entry gate. Wherever you are, 
you can always be sure your garage door is closed and that everything is secure. Thanks to the maveo app’s gate position 
display and the ability to operate the door while on the road, you’ve got everything under control. What a great feeling!

One size fits most

Technology Specification Requirement

Bluetooth 4.2

Most smartphones built after 2014 have at least Bluetooth 4.2. 
Smartphones with 5.0 are also backwards compatible and can be 
used. The Bluetooth® word mark and logos are registered trade-
marks of Bluetooth SIG, Inc. and are used by Marantec Marienfeld 
GmbH & Co. KG under license.

Wi-Fi 2.4 GHz Also suitable for segmented networks and hidden networks. Not 
compatible with 5GHz networks.

Dimensions 28 x 13 x 66 Fits perfectly in your garage door opener from Marantec!

Weight 14 grams A lightweight!

Packaging dimensions 20 x 19 x 77 Lightweight!

IP protection class 20 Protected from dirt in your garage.

Temperature resistance -20°C to +60°C
This temperature range is comparable to the strongest IoT 
products and should therefore provide weatherproof reception 
in 99% of garages.

Technical requirements Wi-Fi reception in the garage We recommend installing WiFi repeaters or powerline adapters 
to maximize WiFi reception in the garage.

Functional requirements Installation of a photocell A photocell is required for full functionality and safety. 
Contact a member of our team for more information.

LED Multi color Shows you how the maveo connect stick is doing.

The maveo stick is compatible with all Marantec 
residential garage door operators in our Comfort 
200 & 300 series. 

Comfort 200 Series

- Comfort 260
- Comfort 270
- Comfort 280

Comfort 300 Series

- Comfort 360
- Comfort 370
- Comfort 380

Technical Information
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Ovitor Oy

Sienitie 24
PL 10 – 00761 Helsinki Finland

Fon +358 20 7106-600
Fax +358 20 7106-616
info@ovitor.fi
www.marantec.com

Marantec Marienfeld GmbH & Co. KG 

Remser Brook 11
33428 Marienfeld
Germany

Fon +49 5247 705-0
sales@marantec.com
www.marantec.com

Marantec Legden GmbH & Co. KG 

Neue Mühle 4
48739 Legden
Germany

Fon +49 2566 9336-0
sales@marantec.com
www.marantec.com

Marantec UK  
 
Unit 10 Christleton Court, Manor 
Park, Runcorn, WA7 1ST 
 
Tel. +44 1928 579 050 
info@marantec.co.uk
www.marantec.co.uk

www.marantec-group.com


